STAFF REPORT CC RECOMMENDATION: AGENDA ITEM I11.2
JUNE 25,2026 MEETING

To:  Conservation Commission/Inland Wetlands and Watercourses Agency

From: Suzanne Simone, Environmental Planner @

Date: June 17, 2026

Re:  Application for Conservation Commission Recommendation:
765 Matson Hill Rd: One Lot Subdivision

Review Documents:
Conservation Commission Application for Recommendation to TPZ
Site Plan, Dated May 28, 2026
Engineering Department comments, Dated June 17, 2026

Proposal

The applicant seeks a recommendation from the Conservation Commission for creation of a one
lot subdivision on Matson Hill Road. The design plan includes three rain gardens to intercept
surface runoff along the driveway.

Review

Site Description

The property is approximately 3.86 acres within the Rural Residential Zone. The closest wetland
soils are on the neighboring property to the west. The subject property contains a 100’upland
review area, the existing conservation easement encumbers the majority of the upland review
area. The lot is currently wooded. The proposed clearing limit will maintain a vegetated buffer
to the 100’ upland review area ranging from 30’ to 140°.

State-Listed Species
The property is located within an area of interest in the December 2025 edition of the Natural
Diversity Database. A review from the CT DEEP NDDB is required.

Water Quality and Drainage
Stormwater is to be managed on site with three rain gardens on the west side of the driveway.
Site grading will direct water to these basins.

Page 1 of 3



2026 aerial from Town GIS: 765 Matson Hill Road, currently a wooded lot.

RECOMMENDATION TO
THE TOWN PLAN & ZONING COMMISSION

MOVED, that the Conservation Commission recommends to the Town Plan & Zoning
Commission approval of a one lot subdivision for 765 Matson Hill Road, in accordance with
plans entitled “765 Matson Hill Road, Greenwald Subdivision Section II, Prepared for Louis
Ethier, Glastonbury CT, Dated April 8, 2026, Revised May 28, 2026, 7 sheets and in compliance
with the following stipulations:

1. Permittee is responsible for the proper installation and consistent monitoring of the sediment
and erosion controls and stabilization measures. Permittee or designee shall inspect the
sediment and erosion controls and stabilization measures a minimum of once a week and
within 24 hours prior to a forecasted rain event, and within 24 hours of the end of a weather
event producing a rainfall amount of 0.5 inch or greater, to be conducted throughout the
construction phase and until the site is vegetatively stabilized. Necessary repairs shall be
conducted within 48 hours of inspection.
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The construction entrance shall be maintained in a condition which will prevent tracking or
flowing of sediment onto the public road. Maintenance is required and shall include
vacuuming, top dressing with additional stone or replacement of stone as conditions demand.

The locations of the proposed rain gardens shall be protected with hi-visibility fencing,
restricting access to vehicles and equipment in order to prevent the compaction of soil in
these drainage areas.

Area of disturbance is limited to that shown on the approved plan.

The Construction Sequence shall be stringently adhered to.

Prior to requesting a building permit:

The plot plan required for building permit application shall contain and comply with
these conditions of approval. Deviation from the approved plan design, including limits
of clearing and erosion controls, shall require review and approval from the Office of
Community Development Staff and the Chairman of the Town Plan and Zoning
Commission, who are hereby authorized to approve or deny the alternative.

Provide a current CT DEEP NDDB review with best management practices for species
protection, which are also to be incorporated into the submitted plan set and construction
sequence and shall be adhered to during work activities covered under land use permits.
The surveyor shall provide written notification to the Office of Community Development
confirming that the surveyed clearing limit is accurate and consistent with the approved
plans.

Prior to requesting a certificate of occupancy:

a.

b.

The conservation easement posts and markers shall be installed, per direction of the
Environmental Planner.

The engineer of record shall provide written certification to the Office of Community
Development confirming that the drainage systems are installed according to the
approved plans. The certification is to include any site modifications completed in the
field not shown on the approved plan.

The private stormwater management systems shall be recorded on the land records, as
directed by the Office of Community Development.
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MEGSON, HEAGLE & FRIEND

CIVIL ENGINEERS & LAND SURVEYORS, LLC
701 HEBRON AVENUE
GLASTONBURY, CONNECTICUT 06033
PHONE (860) 659-0587
FAX (860) 657-4429

June 15, 2026

Suzanne Simone, Environmental Planner
Oftice of Community Development
2155 Main Street
Glastonbury, CT 06033
Re: Lou Ethier
765 Matson Hill Rd
Response to Engineering Comments

Dear Suzanne:

The purpose of this letter is to respond to the Engineering Review Comments
from a Memo dated April 17, 2026 from Stephen Braun, P.E. My responses are as
follows:

1.) The plans have been revised to address comments 2-6.

2.) The water quality treatment has been revised to incorporate water quality
surface basins rather than the water quality swale. Soil Testing was
performed in the area of the proposed basins.

3.) We depicted the historic test pit locations with no number or data as those test
pits were mostly unsuitable for sewage disposal (shallow ledge.) We felt by
depicting all of that data it would confuse the reviewer as to the most recent
round of soil testing. If the Engineering and/or Health Department would like
all of this data shown we could incorporate that into the plans. New soil
testing was done in the area of the water quality basins (the galleries were
removed) which included in-situ permeability testing with a TurfTec
[nfiltrometer.

4.) The silt fence has been revised, check dams added. etc. per the Guidelines.

5.) An inlet filter has been added to the plan.

In general, the plans have been revised (other than showing all of the historic test
pit data). If you have any questions or require any additional information please call

me.

Sincerely,

~.

4

_ /Jt)nathan H. Sciurek, PE. & L.S.
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765 MATSON H1). ROAD / CREEHWALD SUBDIVSION SECTION E  RURAL RESDEHCE (EW-7)

SUBDIVISION RAME ZONE
LOWS ETHER

SUBBIVIDER

SUBDIVISION APPROVAL DATE PLAN & ZOMING COMMISSION CHAIRMAN

COMPLETION DATE FOR
SUBDIVISION IMPROYEMENTS

TOWN PLAN & ZONING COMMISSION APPROVAL

COMMUNITY DEVELOPMENT DIRECTOR

FILE NO. TOWN ENGINEER

GENERA| NOTES

ALL CONSTRUCTION METHODS TO CONFORM TO CONN. D.OT. FORM 818 AND/OR THE TOWN
S

STANDARD SPECIFICATIONS.
ALL UTWLITES TO BE INSTALLFD LNDERGROUND.
THE LOCATION OF ALL EXISTING WTILITIES SHOWN 15 APPROXIMATE. THE CONTRACTOR IS

RESPONSIBLE FOR CONFIRMING YHE LOCATION OF EXISTNG UWILITIES W THE FIELD PRIOR 10
CONSTRUCTION AND FOR COORDINATING CONNECTION OF PROPOSED AMDG EXISTING UTILITIES.

ANY UNSUETABLE MATERIAL B PAYEMENT AREAS TO-BE REMOVED AND REPLACED WiTH
SUITABLE MATERIAL AS DIRECTED BY THE TOWN.

TOWN MAY REQUIRE CHANGES TO ‘THE PLAN TO APDRESE PROBLEMS THAT MAY RESULT IN
THE FIELD.

ALl UNDERGROUND UTILITES TO BE INSTALLED/DHECTED 8Y APPRUPRIATE AUTHORITIES.
ALL UNDERGROUNMD UITILITES BUST BE iNSTALLED BEFORE DRIVEWAY PAVEMENT.

ROUF LEADER INFILTRATOR SYSTEMS SHALL BE DEPICTED [N ALL PLOT PLANS.
TOPOGRAPHY TAKEN FROM TOWN DF GLASTONBURY TOPDGRAFHIC MAPS,

VERTICAL DATUM REPRESENTS HAYD 88,

ALL COHSTRUCTICN SHALL BE IN ACCORDANGE MTH THE TOWN OF GLASTONBURY
SPECIFICATIONS OR AS DIRECTED BY THE TOWN ENGINEER.

THE CONTRACTOR SHALL NOTFY THE TOWN OF GLASTONBURY ENGINEERING DIVISION 24
HOURS PRIOR TQ BEGINNING ANY STORM DRAINAGE, SANITARY SEWER INSTALLATION,

ROADWAY PREPARATION, PAVING, SIDEWALK, CURBING, OR ANY EXCAYATION N THE TOWN
RIGHT-DF—WAY TO SCHEDULE INSFECTHIONS. THE DIVISION CAN BE REACHED BETWEEN B:Q0

— #:30 PM MONDAY THRU FRIDAY AT (B60) 652—7735.

SIREET TREE LOCATION & SPECIES SHALL BE DETERMINED AT THE TME OF PLOT PLAN
SUBMITTAL.

LAYOUT OF HOUSE SHALL CONSIDER AN ORIENTATION THAT UTHIZES PASSRZ SOLAR DESIGH.
GEOTHERMAL TECHNIQUES SHOULD ALS0 BE CONSIDERED. THESE SHOULD BE CONSIDERED AT

THAE OF £LOT PLAN SUBMITTAL

WARHING: THESE PLANS NOT TO BE USED FOR LRCATION OF UNDERGROUND UTILTES —
CALEL BEFORE YOU DIG 1-BOO-322~-4455 TWO WORKING DAYS BEFORE YOU DIG.

Uk PrRT HPORMATION | MPEROUS aren | SECELT CONECTED
PRE_DEVELOPMENT 0.000 AG 0.00 AC
PDST-DEVELOFMENT 0.214 AC 000 AC
NET CHANGE (+ OR —) 214 AC 500 AC

GRAPHIC SCALE

Exist.
Barn
(Per GIS)

gxist. Well
{Per GIS)

LOCATION MA

SCALE: 1"=1000°

HOUSE SITE DEWELOPMENT

PLDT PLANS FOR THE LOT SHALL INDICATE PROPOSED SEDMENTATION AND ERCSION

CONTROLS. THE FROFOSED HOUSE LOCATIDN, 10T GRADING, UMIT OF TREE CLEARING,
DRIVEWAY DESHN, SEPTIC SYSTEM DESGH AND SITE DRAINAGE PLAN SHail ALSU BE
SHDWN. THESE PLANS SHALL BE SUBJECT TO REVIEW AND APPROYAL BY THE TOWM.

AL DRNCWAY SHOULDERS SHOULD BF STABILEZET BAMEDIATELY UPDN COMPLETIGN OF
ROUSH GRADING, SHOULDER SEED BED PREPARATION SHOULD FDLLOW WHE LENERAL NOTES
PROVIDED. HAY BALES DR FW.TER FABRKC SHOULD BE USED 10 ENTRAP AHY SEDIMENT
GENERATED FROW EXPOSED SO0 BURFACES DRIVEWAY ROAOBEDS SHALL BE STABUZED

TOPSOIL ANE EXCAVATID SUBSHHL FROM THE FOUNDATION AREA SHOIKED SE STOCKPRED

L
WIHN THE AREA OF DISTURBANCE iF NOT LISED FOR Of SITE REGRADING. ZACH STOCKPHE

MUST BE ADEQUATELY RINGED WITH SEDIMENT CONTROL MATERIALS (LE. HAY BALES

ANY ADD|TICHAL STOCKFILNG OF LUMBER DR DINLDING MATERFALS SHOULD ALSC BE
CONANED TD THE AREA OF DISTUREAMCE. SIMGLARLY. YEHICULAR MOVEMENT SHDULD
Bf DRECTED 10 ESTABLISHED PARKING AREAS. PROPOSED LEACHING SYSTEM AREAS
MUST NOT B [MPACTED BY VEWICILAR TRAFTIC OR UTELZFT AS PARKING AREAS,

EHT OF SEWADE DESPOSAL LEACHING ARFAS SHOWMD BE STAGED TO FOULOW
HDUSE SITE FREPARATIOH. ONLY THE PRIRARY LEACHING SYSTEM WZFD BE CLEARED 0F
DASTNG VEGETATION ¥ COORDINATION WITH THE APPROVED SEPHC SYSTEM DESCH.
RESERVE ARTAS SHOULD REWAM UHALTERED IF STE CONDITIONS PERMIT,

PLEASE NOTE~THE BUILDER\OWIER 15 RESPONSIELE FGR ALL CONDITIONS. OF

SUBDISION AFFROYAL RELATIRG 10 THIS 10T, FLEASE REVIEW THE APPROVED SUBDMISIDN
ON FILE IN THE TOWN CLERKS DFFICE 50 AS TO BE AWARE OF ALL COMOITIONS OF AFPROVAL

THE BUDING 107 SHALE B LDAMED, SEEDED AND MULCHED WITH STReN PRIOR 10

ESSUAKEE OF A C.0, F THE SEASON DOES NOT PERMIT SEEDRG ~ THEN THE LDT MUST

BE STRAILIZED WITH STRAW CR NETBHG TO PREVENT WNTER AL SPRING EHOSION.

THE ENVIRONMENTAL PLANHER WL CHECK LOTS FOR NONCOMPLANCE WTH ERCSION
AND STAHR/ZATION REQUIREMENTS. IF NECESSARY, THE C.0. wal

BE WTHHELD UNTIL THE LOT IS DERMED STABLE

LEGEND
EXISTING IRON PIN LS
IRON PIN TQ BE SET o
EXISTNG STONE WALL TSR
EXISTING CATCH BASIN [z
THISTING CONTOLR RS )

PROPUSED CONTOUR
EXISTING SPOT ELEVATION
PROPOSED SPOT ELEVATION
PROPOSED RODF DRAIN
PPROPOSED BURIED UTILITES
PROPOSED ROOF DRAIN
EXISTING UTILITY POLE
FOUTING DRAIN GRYWELL
EIMIT OF CLEARING

STREET TREE

SLOPES 20% AND GREATER
TEST FIT {FREVIOUS SUBDIVISIGN)

TEST PIT {2024)

Hwe
PERC, TEST {PREVIOLS SUBDIVISION) B

APPLICANT / OWNER:

LOUIS A, ETHIER & KELSEY WERKHEISER
360 MAPLE STREET

EAST HARTFORD, CT. D518

(850) 918-9897
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