STAFF REPORT CC RECOMMENDATION TO TPZ: AGENDA ITEM 111.3
JULY 16, 2026 MEETING

To:  Conservation Commission/Inland Wetlands and Watercourses Agency

From: Suzanne Simone, Environmental Planner @

Date: July 10, 2026

Re:  Application for Conservation Commission Recommendation:
Rear Lot Special Permit: 621 Goodale Hill Road

Review Documents:
Conservation Commission Application for Recommendation to TPZ
Site Plan, Dated March 31, 2026, Revised (incorrect date) June 4, 2026
Engineering Department comments, Dated July 8, 2026
NDDB Site Assessment, Generated by eNDDB on June 2, 2026
2014 Subdivision and Special Permit Recommendation to TPZ
2014 Site Plan

Proposal

The applicant seeks a recommendation from the Conservation Commission for the development
of an existing lot (received subdivision approval in 2014). The 2014 TPZ Special Permit for
Rear Lot Access is expired, the applicant seeks a new TPZ approval.

The subdivision approval is not expired. At the time of the subdivision approval, the WPCA
Waiver for Capped Sewers was granted.

Review

Site Description

The property is approximately 1.84 acres within the Rural Residential Zone. In 2014 a two lot
subdivision was approved, creating this lot. At the time of subdivision a conservation easement
was created and it is recorded on the land records, encumbering approximately half of the lot.
The lot is depicted as wooded in the 2025 aerial layer of the GIS. The 2026 aerial layer reveals
that after the 2025 aerial photographs were taken the lot clearing had begun along the
conservation easement boundary and the middle of the parcel. Due to the recent cutting, the
limit of clearing in the current site plan differs from the limit of clearing approved in the 2014
subdivision site plan
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2025 Aerial from town GS: Forested lot. 2026 Aerial from town GIS: Clearing in the
middle of the lot, up to the conservation

easement.
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State-Listed Species

The property is located within an area of interest in the Natural Diversity Database. The June 2,
2026 CT DEEP NDDB identifies several species. The e-generated site assessment does not
contain the standard best management practices.

Water Quality and Drainage

Stormwater is to be managed with retention and infiltration basins. The infiltration basin along
the driveway will be piped to the existing underdrain within the Town road right-of-way. This
underdrain had previously been installed by the Town in conjunction with roadway
improvements. This underdrain discharges to a catch basin to the west.

Erosion Control
The plan identifies that silt fence will be used in targeted areas. The proposed well is located in
between the silt fence and the conservation easement.

RECOMMENDATION TO
THE TOWN PLAN & ZONING COMMISSION

MOVED, that the Conservation Commission recommends to the Town Plan & Zoning
Commission approval of a special permit for rear access for 621 Goodale Hill Road, in
accordance with plans entitled “Plan Prepared For Travis Granato & Kristina Zumpano, 621
Goodale Hill Road, Glastonbury, CT, Zoning Location Survey, Dated March 31, 2026, Revised
June 4, 2026; Bushnell Associates LLC, Manchester CT. 2 Sheets and in compliance with the
following stipulations:

1. Permittee is responsible for the proper installation and consistent monitoring of the sediment
and erosion controls and stabilization measures. Permittee or designee shall inspect the
sediment and erosion controls and stabilization measures a minimum of once a week and
within 24 hours prior to a forecasted rain event, and within 24 hours of the end of a weather
event producing a rainfall amount of 0.5 inch or greater, to be conducted throughout the
construction phase and until the site is vegetatively stabilized. Necessary repairs shall be
conducted within 48 hours of inspection.

2. The construction entrance shall be maintained in a condition which will prevent tracking or
flowing of sediment onto the public road. Maintenance is required and shall include
vacuuming, top dressing with additional stone or replacement of stone as conditions demand.

3. Stock piles of soil shall be secured and located a minimum of 20 feet from the boundary of
the conservation easement.
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. Area of disturbance is limited to that shown on the approved plan.

. The Construction Sequence shall be stringently adhered to.

. The best management practices from the CT DEEP NDDB shall be stringently adhered to
before, during and after site work.

Prior to requesting a building permit:

a.

b.

The plot plan required for building permit application shall contain and comply with
these conditions of approval. Deviation from the approved plan design, including limits
of clearing and erosion controls, shall require review and approval from the Office of
Community Development Staff and the Chairman of the Town Plan and Zoning
Commission, who are hereby authorized to approve or deny the alternative.

Provide a copy of the CT DEEP NDDB best management practices for species listed on
the June 2, 2026 e-generated site assessment. The BMPs shall be incorporated into the
submitted plan set and construction sequence and shall be adhered to before, during and
after site work covered under land use permits.

The surveyor shall provide written notification to the Office of Community Development
confirming that the surveyed clearing limit is accurate and consistent with the approved
plans.

The surveyor shall field locate the boundary of the conservation easement. Hi-visibility
fencing shall be installed along the boundary of the conservation easement.

. Prior to requesting a certificate of occupancy:
a.

The conservation easement posts and markers shall be installed, per direction of the
Office of Community Development.

The engineer of record shall provide written certification to the Office of Community
Development confirming that the drainage systems are installed according to the
approved plans. The certification is to include any site modifications completed in the
field not shown on the approved plan.

The private stormwater management systems shall be recorded on the land records, as
directed by the Office of Community Development.
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July 8, 2026
MEMORANDUM

To: . Conservation Commission/Inland Wetlands and Watercourses Agency
Suzanne Simone, Environmental Planner

From: Patrick Boggs P.E., Assistant Town Engineer PL—C\G\

Re: #621 Goodale Hill Road
Conservation Commission Application for Recommendation to TPZ

The Engineering Division has reviewed the application materials associated with the proposed
rear lot development of a single dwelling at the property located at #621 Goodale Hill Road.
The plans were prepared by Bushnell Associates, LLC and the Engineer of Record is Andrew F,
Bushnell, PE. The plans were last revised on July 1, 2026.

The stormwater management system represented in the plans and in the associated Water
Quality Volume {WQV) calculations provided by the applicant sufficlently demonstrate that
the project is in substantial conformance with town standards for stormwater management.

The Engineering Division’s upcoming Memorandum to the Town Plan and Zening Commission

(TPZ) wili document a few minor revisions that we will recommend be addressed as a
condition of approval. :
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SURVEY NOTES:

1.) THIS SURVEY AND MAP HAS BEEN PREFARED IN ACCORDANCE WITH SECTIONS 20-300b-1 THRU
20-300b-20 OF THE REGULATIONS OF CONNECTICUT STATE AGENCIES "MINIMUM STANDARDS OF
ACCURACY, CONTENT AND CERTIFICATION FOR SURVEYS AND MAPS". AS ADOPTED BY THE CONNECTICUT
ASSOCIATION OF LAND SURVEYQORS INC. ON OCTOBER 26, 2018. IT 1S A LIMITED PROPERTY ZONING
LOCATION SURVEY MAP BASED ON A RESURVEY CONFORMING TO HORIZONTAL SURVEY ACCURACY
CLASS A-2 AND TOPOQGRAPHIC ACCURACY CLASS T-2, THE INTENT OF THIS MAP IS TO DEPICT THE
LOCATION OF THE PROPOSED OR EXISTING IMPROVEMENTS SHOWN WITH RESPECT TO THE APPLICABLE
MUNICIPAL OR STATUTORY REQUIREMENTS,

2.} PROPERTY IS LOCATED IN A RR ZONE AND A GROUNDWATER PROTECTION ZONE 2 (GW-2) ZONE.

3.) THE PROPERTY IS NOT LOCATED IN A FLOOD HAZARD ZONE A PER FIRM FLOOD INSURANCE RATE MAP
NUMBER 08003C0534F EFFECTIVE SEPTEMBER 26, 2008,

4.) TOPOGRAPHY DEPICTED WAS FIELD DERIVED BY BUSHNELL ASSOCIATES LLC, USING AN ASSUMED
DATUM.

5.) THE PROPERTY IS SUBJECT TO A CONSERVATION EASEMENT AGREEMENT FILED IN VOLUME 3259 AT

———— 4" BITUMINOUS MILLINGS

. 16 FT. MIN. _
TRAVELED WAY
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SUITABLE SUB-GRADE

BITUMINOUS MILLINGS DRIVEWAY DETAIL (8% MAX. GRADE)

PAGE 108 IN THE TOWN OF GLASTONBURY LAND RECORDS.

6.) THE PROPERTY IS TOGETHER WITH A DECLARATION OF EASEMENT FOR DRIVEWAY AND UTILITIES
FILED IN VOLUME 3258 AT PAGE 115 OF THE TOWN OF GLASTONBURY LAND RECORDS.

7.) THE PROPERTY IS SUBJECT TO RESUBDIVISION APPROVAL & APPROVAL OF A SECTION 6,8 SPECIAL

PERMIT GRANTED BY THE TOWN OF GLASTONBURY PLANNING AND ZONING COMMISSION DATED
OCTOBER 7, 2014 FILED ON THE TOWN OF GLASTONBURY LAND RECORDS IN VOLUME 3279 AT PAGE 142,

MAP REFERENCES;

1.) ZONING LOCATION SURVEY 625 GOODALE HILL ROAD PREPARED FOR MAREK ZACH
GLASTONBURY,CONNECTICUT DATE:08/03/2013 SCALE: 17=20' SHEET 1 OF 1 A-10-024-AB. DUTTON
ASSOCIATES,LLC LAND SURVEYORS AND CIVIL ENGINEERS 67 EASTERN BOULIVARD GLASTONBURY,
CONNECTICUT 06033 TEL.: 860-633-8401 FAX: B60-633-8351.

2,} RESUBDIVISION PLAN RHEAUME RESUBDIVISION 619 GOODALE HILL ROAD
GLASTONBURY,CONNECTICUT PREPARED FOR CHAD M, & XIMENA M, RHEAUME DATE: 07-21-2014
SCALE:1"=40"' SHEET 1 OF 3. RICHARD F, MIHOK, P.E. CONSULTING ENGINEER 18 LAUREL LANE
MARLBOROQUGH, CONNECTICUT 06447 (BG60) 295-9049.

3.) SITE DEVELOPMENT PLAN RHEAUME RESUBDIVISION 619 GOODALE HILL ROAD GLASTONBURY,
CONNECTICUT PREPARED FOR CHAD M. & XIMENA M. RHEAUME DATE:07-22-2014 SCALE; 1"=40' SHEET

2 OF 3 RICHARD F. MIHOK, P.E. CONSULTING ENGINEER 18 LAUREL LANE MARLBOROUGH, CONNECTICUT
06447 (860)295-9049.

4.) NOTE & DETAILS RHEAUME RESUBDIVISION 619 GOODALE HILL ROAD GLASTONBURY, CONNECTICUT
PREPARED FOR CHAC M. & XIMENA M. RHEAUME DATE: 07-21-2014 SCALE: 1"=40° SHEET. 3 OF 3 RICHARD
F. MIHOK, P.E. CONSULTING ENGINEER 18 LAUREL LANE MARLBOROUGH, CONNECTICUT 06447
(860)295-8048,

CONSTRUCTION NOTES:
1.} OWNER OR CONTRACTOR IS RESPONSISLE FOR OBTAINING ALL NECESSARY PERMITS AND
APPROVALS.

2.) OWNER OR CONTRACTOR TO VERIFY ALL DIMENSIONS AND INFORMATION CONTAINED ON THIS PLAN
PRIOR TO THE START OF CONSTRUCTION , THE ENGINEER SHALL BE NOTIFIED OF ANY DISCREPANCIES
PRICR TO THE START OF CONSTRUCTION,

3.) PRIOR TOQ THE {SSUANCE OF A CERTIFICATE OF OCCUPANCY ALL BOUNDARY MARKERS SHALL BE SET
BY A LICENSED LAND SURVEYOR.

4.) PRESERVE ANY EXISTING STONE WALLS WHEREVER POSSIBLE.

5.) ALL PROPOSED UTILITIES LOCATIONS SHALL BE APPROVED BY THE LOCAL UTILITY COMPANIES PRIOR
TO THE START OF CONSTRUCTION.

§.) CLEARING LIMITS SHALL BE FLAGGED BY A SURVEYOR PRIOR TO ANY SITE DISTURBANCE.
7.} NO TREE STUMPS OR BLASTED ROCK SHALL BE BURIED ON THE SITE.

8.} IN THE EVENT BLASTING 1S REQUIRED FOR CONSTRUCTION PRE-BLAST AND POST BLAST SURVEYS
SHALL BE REQUIRED FCR NEARBY PROPERTIES,

EROSION CONTROL CONSTRUCTION SEQUENCE PLAN HOUSE LOT DEVELOPMENT
NOTE: ALL EROSION AND SEDIMENT CONTROL ACTIVITIES SHALL CONFORM TO THE METHODS QUTLINED
IN THE CONNECTICUT GUIDELINES FOR EROSION AND SEDIMENT CONTROL MANUAL.

1) COORDINATE MARKING OF LIMITS OF DISTURBANCE BY A LICENSED LAND SURVEYOR. SUPPLY
TOWN ERQSION CONTROL OFFICER WITH A LETTER FROM THE SURVEYOR CERTIFYING THE LIMITS OF
DISTURBANCE WERE MARKED IN ACCORDANCE WITH THE APPROVED PLAN.

2.} CLEAR TREES AS REQUIRED.

3) PRIOR TO SOIL DISTURBANCE INSTALL EROSION GONTROL MEASURES, SILT FENCE AND
ANTITRACKING PAD (SEE PLAN DETAILS AND LOCATIONS). ADDITIONAL MEASURES MAY BE REQUIRED AS
SITE CONDITIONS REQUIRE. COORDINATE AN INSPECTION OF INSTALLED MEASURES WITH THE EROSION

CONTROL OFFICER, SUPPLY THE TOWN EROSION CONTROL OFFICER WITH THE NAME AND
PHONE NUMBER OF A CONTACT PERSON RESFPONSIBLE FOR THE EROSION CONTROL MEASURES,

3)  PERIODICALLY AND AFTER LARGE RAIN EVENTS INSPECT EROSION CONTROL MEASURES AND
REPAIR AS NECESSARY.

4} GRUB AND STRIP TOPSOIL. STOCKPILE TOPSOIL IN AREAS INDICATED ON THE APPROVED PLAN,

6) CONSTRUCT AND STABILIZE DRIVEWAY,

8.) CONSTRUCT HOUSE, WELL, DRIVEWAY , SEPTIC SYSTEM AND OTHER IMPROVEMENTS AS SHOWN.
7.) SPREAD STOCKPILED TOPSOIL. MACHINE RAKE, FERTILIZE, SEED AND MULCH DISTURBED AREAS.
USE GRASS SEED THAT IS ACCEPTABLE FOR THE SITE CONDITIONS (1.E.. SUN OR SHADE)} AND THE
SEASON OF THE YEAR IN WHICH THIS ACTIVITY 1S COMPLETED. PROVIDE TEMPORARY STABILIZATION OF
THE SITE {i.e. STRAW OR HAY ETC..) IF THE TOPSOIL IS SPREAD DURING A TIME OF YEAR WHEN GRASS
SEED WILL NOT GERMINATE, PROVIDE PERMANENT STABILIZATION WHEN WEATHER CONDITIONS ALLOW.
8) REMOVE EROSION CONTROL MEASURES AFTER THE SITE HAS BECOME FULLY ESTABLISHED,

8) ANY EXISTING DISTURBED AREAS MUST BE SEEDED WITH PERMANENT OR TEMPORARY GROUND
COVER AND MULCHED BY OCTOBER 15,

10.) DEWATERING OPERATIONS, I REQUIRED, SHALL UTILIZE A CRUSHED STONE
INTAKE SUMP AND A TEMPORARY OUTLET SILT POOL LOCATED WITHIN THE LIMITS
OF DISTURBANCE.

SITE SEEDING NOTES:

PREPARATION: FINE GRADE AND RAKE SOl SURFACE TO REMOVE STONES LARGER THAN 2" IN DIAMETER.
INSTALL SEEDED EROSION CONTROL DEVICES SUCH AS SURFACE WATER DIVERSIONS AS REQUIRED.
APPLY LIMESTONE AT A RATE OF 2 TONS/AC. OR 90 LES./1000 SQ.FT. FERTILIZE WiTH 10-10-10 AT A RATE
QF 300 LBS/AC. OR 7.5 LBS. PER 1000 SQ.FT. WORK LIME AND FERTILIZER INTO SOIL UNIFORMLY TO A
DEPTH OF 4"

SEED APPLICATION: APPLY SEED MIXTURE FROM THE CHART BELOW BY HAND, CYCLONE SEEDER OR
HYDRO SEEDER. INCREASE SEED MIXTURE BY 10% IF HYDRO SEEDER 1S USED. LIGHTLY DRAG OR ROLL
THE SEEDED SURFACE TC COVER SEED. SEEDING SHOULD BE DONE BETWEEN THE TIMES SHOWN ON
THE CHART BELOW. IF SEEDING CANNOT BE DONE DURING THESE TIMES, REPEAT MULCHING
PROCEDURE BELOW UNTIL SEEDING CAN TAKE PLACE.

MULCHING: IMMEDIATELY FOLLOWING SEEDING, MULCH THE SEED SURFACE WITH STRAW OR HAY AT A
RATE OF 2 TO 3 TONS/AC. SPREAD MULCH BY HAND OR MULCH BLOWER, PUNCH MULCH INTQ SOIL
SURFACE WITH A TRACK MACHINE OR DISK HARROW SET STRAIGHT UP. IF USING HYDRO SEED MIX USE
TACTIFIER ADDITIVES TO ADHERE MULCH MATERIAL TO THE SURFACE.

SEED SELECTION: RECOMMENDED
USE LB/1000 8Q. FT. SEEL MIXTURE SEEDING DATES
PERMANENT LAWN 0.45 KENTUCKY BLUEGRASS 4/1-615

0.45 CREEPING RED FESCUE 8M15-10H

0.10 PERENNIAL RYEGRASS
SLOPES & COARSE LAWN 045 CREEPING RED FESCUE 4/1-6/15

0.05 RED TOP 8/15-10M1

0.45 TALL FESCUE
SLOPES (NO MOWING) 1.8 CREEPING RED FESCUE 4/1-6/15

0.2 RED TOF 8/15-10/
TEMPORARY COVER 3.0 WINTER RYE 4/15-6/15,8/15-10/15

OR
1.0 ANNUAL RYEGRASS 3/1-6/15,8/1-10/15

{F SEED 13 PLANTED OUTSIDE THE RECOMMENDED SEEDING DATES IRRIGATION MAYBE REQUIRED AT A
UNIFORM APPLICATION RATE OF 1 TO 2 INCHES OF WATER APPLIED PER APPLICATION, SOAKING THE
GROUND TO A DEPTH OF 4 INGHES.

NOT TO SCALE

—4" PROCESSED AGGREGATE
o 2" (COMPACTED) BITUMINOUS CONCRETE SURFACE

B 16 FT. MIN. N
TRAVELED WAY
1)
L e b e e e e LT
& 2
P 626%2%¢ 8" BANK RUN GRAVEL
IFIEIE SUITABLE SUB-GRADE

PAVED DRIVEWAY DETAIL
NOT TO SCALE

\ W)
G
woP
\? GE |/

G ’fl

PROPOSED UNDERGROUND UTILITIES

IPROPOSED SILTFENCE

N/F
NICOLAS & KALPANA
ASTRAS

25 GOODALE HILL RD.
CONSERVATION EASEMENT)

PROPOSED 2" STONE LINED SEDIMENT & yd

INFILTRATION PLUNGE POOL P
PROPOSED 2" STONE LINED SEDIMENT &
INFILTRATION PLUNGE POOL

e
e
TEST PIT TO BE EXCAVATED PRIOR
TEST PIT TO BE EXCAVATED PRIOR TO O START OF CONSTRCUTION
START OF CONSTRCUTION

PROPOSED SILTFENCE & LIMIT OF DISTURBANCE

N/F
MARY ELLEN SMITH
605 GOODALE HILL RD.

1. PRIVATE RESIDENTIAL DRIVEWAYS SHALL NOT EXCEED 16 FEET 1N WiDTH
AND PUBLIC OR COMMERCIAL DRIVEWAYS SHALL NOT EXCEED 30 FEET IN
WIDTH UNLESS PRIOR APPROVAL 1S GIVEM BY THE TOWN MANAGER, NO
PRIVATE RESIDENTIAL DRIVEWAY SHALL EXCEED 20 FEEV 1N WIDTH.
MAXIMUM CURB CUT DIMENSION MAY EXCEED THIS BY UP TO B FEET 1O
ALLOW FOR A 3 FOOT RADIUS AT THE IMTERSECTION WITH THE PUBLIC
STREET.

MAXIMUM DRIVEWAY WIDTH
16'=0" RESIDENTAL

2. DRIVEWAYS SHALL NOT BE CONSTRUCTED WITHIN 20 FEET OF AN
INTERSECTION OR 4 FEET CF A CROSS WALK.

|//;‘J £ ?’ /‘//
2" RESIDENTIAL | R N

75. NO TWO DRIVEWAYS SHALL BE CONSTRUCTED CLOSER THAM B FEET APART 3" COMMERCIAL

WHEN MEASURED AT THE GUTTER LINE OF THE STREET. A

PROCESSED STONE BASE
PLACED IN TWO COURSES

IYPICAL DRIVEWAY CROSS SJECTION

4. WHERE DRIVEWAYS CROSS EXISTING ROADSICE DITCHES OR WATERCOURSES,
CULVERTS SHMALL BE INSTALLED PER SECTION 17-159 OF THE TOWN
ORDINANCE.

IF CONCRETE SIDEWALKS ARE CALLED FOR THIS AREA SHALL BE
CONSTRUCTED IN ACCORDANCE WITH THE STANDARD SIDEWALK DETAIL.

¢a

(6, A BITUMINOUS CONCRETE DRIVEWAY APROM SHALL BE INSTALLED UP TO
THE STREET LINE FOR UNPAVED DRIVEWAYS. A 18" MINIMUM BITUMINOUS
CONCRETE APRON SHALL BE INSTALLED WHEN DRIVEWAYS ARE INSTALLEDR
USING CONCRETE GR PAVERS.

STREET
HINE

GRADE AS SHOWN OiM
PLANS OR AS DIRECTED

40" (M) . SIDEWALK AREA
OR AS DIRECTED SEE NOTE 5
STREET
PAVEMENT E
1ad
0 pRA\N -
o %L%l:;— oTREET LINE
3 e g [ FTMBR T
- e 7rx
1% Upl s / 7 oy
1/ - - - ot
! //;/,'//// ,-/./// =

A PROCESSED STONE

BASE COURSE \
VERTICAL CURVES HAVING A LENGTH
OF AT LEAST 10 FEET SHOULD SE USED
TO CONNECT TANGENTS.

T

BITUMINOUS CONCRETE

STREET BASE COURSE & ORIVEWAY

BITUMINOUS 30'~0" PUBLIC OR COMMERCIAL
CONCRETE ' <
HMA S0.375" SEE NOTE _._l Vg
SURFACE COURSE | |
' g

SECTION ALONG

SCALE ; fIOHE
DRIVEWAY CENTER LIME

DRAWH BY. SR

TOWN OF GLASTONBURY

ENGINEERING BIVISION

DEPARTMENT OF PHYSICAL SERVICES

CHECKED 8Y: P.B,
APPROVED BY: S0.B.

LAST HEVISED:

: DRIVEWAY
9/22/2025

+ ADWS\Detads\TOC\Standord Detzil Plotesi\PioteS-Uriveway.cwg

BITUMINGUS CONCRETE

PLATE NO. &

IN FAVOR OF 621 GOODALE HILL RD.
VOLUME 3289 PAGE 115

N/F
NICOLAS & KALPANA
ASTRAS

N/F 625 GOODALE HILL RD.

N/F
TOWN OF GLASTONBURY
OPEN SPACE
O
o Eé?'.
. AL m
N/F o 7/ 7 \ 3 T_rg,g\
DANIEL MARCUS GASPAR & o g M Y4 / Q73
LILAH R. MONTGOMERY Q% S / 9%3 2
657 GOODALE HILL RD. o ONSERVATIO z2eS N
Stz EASEMENT m3e
mZ ME 3259 PAGE 108 Z0%
pe Ug)_ ' & :52
-3 2% E
g* ) _maTCH® E
' “ LINE B
A £
ATCH 7 15
T\NE . // ' “ {1
N/ | ///Y/ “
ALBERT VILLOTA 7 )
655 GOODALE HILL RD. e // 7 / / V. 7 ‘2‘
. L S A
4SERV/<T6 r\/ 4/ ‘z‘
EASEMENT ~ 7/ /'

7 VOLUME 3259 PAGE 106
AN
7050005

THIS SITE IS IS WITHIN THE HOME RANGE OF THE
STATE ENDANGERED TIMBER RATTLESNAKE, THIS 1S
PROTECTED SPECIES. ALL SIGHTINGS DURING
CONSTRUCTION SHALL BE REPORTED TO THE
GLASTONBURY OFFICE COMMUNITY DEVELOPMENT

EXISTING 24 FT. WIDE DRIVEWAY & UTILITY EASEMENT

LEGEND

PROPOSED YARD DRAIN TF.=557.50
EDGE EXISTING PAVED DRIVE

PROPOSED 6" SDR-35 PVC|

WILLIAM & NANCY /] EXISTING MERESTONE
THEINERT PROPOSED UNDERGROUND UTILITIES | Py EXISTING IRON ROD
619 GOODALE HILL RD. @ PROPOSED WELL
PROPOSED SILT FENCE/
LIMIT OF DISTURBANCE
\/ LIMIT OF DISTURBANCE
INSTALL ANT! TRACKING ENTRANCE o T STONE WALL
g PURING CONSTRUCTION (SEE DETAIL) : Q EXISTING UTILITY POLE
=l e an PROPOSED 2" STONE LINED LEAK-OFF X[E0s]  PROPOSED SPOT GRADE
D S17°43'54" W STORMWATER RETENTION X604 EXISTING SPOT GRADE
it 57.70' BINFILTRATION PLUNGE POOL. — —604— — EXISTING CONTOUR
o))
=\e 4BX&'X1* DEEP 384 CUBIC FEET STORAGE VOLUME —— 503} PROPOSED CONTOUR
é- N 06°43'50" W & TEST HOLE
?Séiﬁw EXCAVATED PRIOR AFPERC  PERCOLATION TEST
TO BE
TO START OF CONSTRCUTION —*-";'-*-mm‘ EDGE OF FIELD LOCATED WETLANDS
WB20 WETLANDS FLAG

PROPOSED UNDERGROUND UTILITIES

UTILITIES SHOWN ON THIS MAP WERE DERIVED FROM FIELD LOCATIONS AND EXISTING MAPPING
CONTRACTOR TO VERIFY LOCATIONS AND DEPTH IN THE FIELD PRIOR THE START OF ANY
CONSTRUCTION. "CALL BEFORE YOU DIG (1-800-922-4455)."

WALKWAY PROPOSED EDGE OF PAVED DRIVEWAY
(CONSTRUCT TO 16 FT. WIDTH)
-] 1 H
PROPOSED DRIVEWAY EASEMENT N 29 ?1 12'E
2,588 SQ.FT, 0.08 ACRES 42.38

8 06°13'28"E

98.11'

adqtpan CONNECT TO EXISTING 6"

N 07°18 2(1) OV{;{ UNDER DRAIN

PLAN PREPARED FOR

TRAVIS GRANATO & KRISTINA ZUMPANO

-

621 GOODALE HILL ROAD GLASTONBURY, CT.

i Ay
ss AL A% >

ZONING LOCATION SURVEY

‘\00 -?R; /\ A‘g ,59‘

11
52600
s 5160 |
TO MY KNOWLEDGE AND BELIEF, THIS MAP 1S SUBSTANTIALLY CORRECT AS NOTED HEREON R OP‘D
GRAPHIC SCALE L R
0 40" 80" 120" g
77 L s,
M iDREN 'F. BUSHNELL P.E. TS, 24591 SNET 1291
SCALE 1"=40 THIS MAP IS NOT VALID UNLESSAT BEARS THE. EMBOSSED SEAL OF THE LICENSED

TSN -

LAND SURVEYOR WHOSE REGISTRATION NUMBER'AND SIGNATURE APPEAR ABOVE.

SCALE: 1"=40" § DATE: 3/31/2026 | FILE NO. 2025-81 | SHEET:1OF2

BUSHNELL ASSOCIATES LLC.

CIVIL ENGINEERING AND LAND SURVEYING

563 WOODBRIDGE STREET MANCHESTER, CT. 06042
860-643-7875

REVISIONS:6/4/2026, 6/1/2026 TOWN ENGINEER COMMENTS




SURVEY NOTES!

1.) THIS SURVEY AND MAP HAS BEEN PREPARED IN ACCORDANCE WITH SECTIONS 20-300b-1 THRU
20-300b-20 OF THE REGULATIONS OF CONNECTICUT STATE AGENGIES "MINIMUM STANDARDS OF
ACCURACY, CONTENT AND CERTIFICATION FOR SURVEYS AND MAPS". AS ADOPTED BY THE CONNECTICUT
ASSOCIATION OF LAND SURVEYORS INC. ON OCTOBER 26, 2018, IT IS A LIMITED PROPERTY IMPROVEMENT
LOCATION SURVEY MAP BASED ON A RESURVEY CONFORMING TO HORIZONTAL SURVEY ACCURACY
CLASS A-2 AND TOPOGRAPHIC ACCURACY CLASS T-2, THE INTENT OF THIS MAP IS TO DEPICT THE
LOCATION OF THE PROPOSED OR EXISTING IMPROVEMENTS SHOWN WITH RESPECT TO THE APPLICABLE
MUNICIPAL OR STATUTORY REQUIREMENTS.

2.) PROPERTY IS5 LOCATED iN A RR ZONE.

3.) THE PROPERTY IS NOT LOCATED IN A FLOOD HAZARD ZONE A PER FIRM FLOOD INSURANCE RATE MAP
NUMBER 09003C0534F EFFECTIVE SEPTEMBER 26, 2008.

4.) TOPOGRAPHY DEPICTED WAS FIELD DERIVED BY BUSHNELL ASSOCIATES LLC. USING AN ASSUMED
DATUM.

5.} THE PROPERTY IS SUBJECT TO A CONSERVATION EASEMENT AGREEMENT FILED IN VOLUME 3259 AT
PAGE 108 IN THE TOWN OF GEASTONBURY LAND RECORDS.

6.) THE PROPERTY IS TOGETHER WITH A DECLARATION OF EASEMENT FOR DRIVEWAY AND UTILITIES
FILED IN VOLUME 3259 AT PAGE 115 OF THE TOWN OF GLASTONBURY LAND RECORDS.

7.) THE PROPERTY 1S SUBJECT TO RESUBDIVISION APPROVAL & APPROVAL OF A SECTION 6.8 SPECIAL
PERMIT GRANTED BY THE TOWN OF GLASTONBURY PLANNING AND ZONING COMMISSION DATED
OCTORER 7, 2044 FILED ON THE TOWN OF GLASTONBURY LAND RECORDS N VOLUME 3279 AT PAGE 142,

MAP REFERENCES:

1.} ZONING LOCATION SURVEY 625 GOODALE Hil.l. ROAD PREPARED FOR MAREK ZACH
GLASTONBURY,CONNECTICUT DATE:09/03/2013 SCALE: 1"=2¢' SHEET 1 OF 1 A-10-024-AB. DUTTON
ASSOCIATES,LLC LAND SURVEYORS AND CIVIL ENGINEERS 67 EASTERN BOULIVARD GLASTONBURY,
CONNECTICUT 06033 TEL: 860-633-9401 FAX: 860-633-8351,

2.} RESUBDIVISION PLAN RHEAUME RESUBDIVISION 619 GOODALE HILL ROAD
GLASTONBURY,CONNECTICUT PREPARED FOR CHAD M. & XIMENA M. RHEAUME DATE: 07-21-2014
SCALE:1"=40' SHEET 1 OF 3. RICHARD F. MIHOK, P.E. CONSULTING ENGINEER 18 LAUREL LANE
MARLBOROUGH, CONNECTICUT 06447 (860) 285-8049.

3.) SITE DEVELOPMENT PLAN RHEAUME RESUBDIVISION 618 GOODALE HILL ROAD GLASTONBURY,
CONNECTICUT PREPARED FOR CHAD M. & XIMENA M. RHEAUME DATE:07-22-2014 SCALE: 1"=40" SHEET

2 OF 3 RICHARD F. MIHOK, P.E. CONSULTING ENGINEER 18 LAUREL LANE MARLBOROUGH, CONNECTICUT
06447 (860)2985-0049,

4.) NOTE & DETAILS RHEAUME RESUBDIVISION 619 GOODALE HILL ROAD GLASTONBURY, CONNECTICUT
PREPARED FOR CHAC M, 8 XIMENA M. RHEAUME DATE: 07-21-2014 SCALE: 1'=40' SHEET: 3 OF 3 RICHARD
E. MIHOK, P.E. CONSULTING ENGINEER 18 LAUREL LANE MARLBOROUGH, CONNECTICUT 06447
(B60)285-9048.

CONSTRUCTION NOTES:
7.y OWNER OR CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS AND
APPROVALS.

2,) OWNER OR CONTRACTOR TO VERIFY ALL DIMENSIONS AND INFORMATION CONTAINED ON THIS PLAN
PRIOR TO THE START OF CONSTRUCTION . THE ENGINEER SHALL BE NOTIFIED OF ANY DISCREPANCIES
PRIOR TO THE START OF CONSTRUCTION.

3.) PRIOR TO THE ISSUANCE OF A CERTIFICATE OF OCCUPANCY ALL BOUNDARY MARKERS SHALL BE SET
BY A LICENSED LAND SURVEYOR.

4.) PRESERVE ANY EXISTING STONE WALLS WHEREVER POSSIBLE.

5.) ALL PROPOSED UTILITIES LOCATIONS SHALL BE APPROVED BY THE LOCAL UTILITY COMPANIES PRIOR
TO THE START OF CONSTRUCTION.

6.} CLEARING LIMITS SHALL BE FLAGGED BY A SURVEYOR PRIOR TO ANY SITE DISTURBANCE.
7.) NO TREE STUMPS OR BLASTED ROCK SHALL BE BURIED ON THE SITE.

SEPTIC SYSTEM DESIGN NOTES AND CRITERIA

SEPTIC SYSTEM DESIGN AND INSTALLATION TO COMPLY WITH CONNECTICUT PUBLIC HEALTH CODE
REGULATIONS AND TECHNICAL STANDARDS FOR SUBSURFACE SEWAGE DISPOSAL SYSTEMS
REVISED JANUARY 1, 2024.

MINIMUM LEACHING SYSTEM SPREAD (MLSS) CALCULATION:
NUMBER OF BEDROOMS 3

PERCOLATION RATE 10.1-20.0 MINAINCH ’
RESTRICTIVE LAYER 21" (COMPACT) TEST PIT 20

GROUND SLOPE 10.1-15.0% ‘

MLSS: 20 H.F. X 1.5 F.F. X 1.25 P.F.= 37.5 FT. MINIMUM

REQUIRED: 1,000 GALLON TWO-COMPARTMENT SEPTIC TANK
AND 875 SQ. FT. OF EFFECTIVE LEACHING AREA.

PROVIDED: 1,000 GALLON TWO-COMPARTMENT CONCRETE SEPTIC TANK WITH APPROVED EFFLUENT

FILTER, NO GARBAGE DISPOSAL, WATER SOFTENING SYSTEM OR OVERSIZED TUB TO BE INSTALLED

IN THE HOUSE. ACCESS RISERS REQUIRED TO LESS THAN 12" FROM FINAL GRADE RISERS

DEEPER THAN 24" BELOW FINISHED GRADE SHALL BE 24" MINIMUM INSIDE DIAMETER ALL TANKS REQUIRING
RISERS SHALL MAINTAIN THE ORIGINAL COVERS ON THE TANKS, HAVE RISER COVERS THAT WEIGH AT LEAST
100 LBS. AND/OR INSTALL A SAFETY DEVICE BELOW THE RISER TO PREVENT INDIVIDUALS FROM FALLING INTO
A TANK. ALL BELOW GRADE TANK OR RISER COVER HANDLES SHALL CONTAIN OR BE FITTED WITH A MATERIAL
THAT CAN BE LOCATED WITH A METAL DETECTOR. 225 LINEAL FEET OF 4FT. WIDE STONE TRENCHES
(EFFECTIVE LEACHING CREDIT 3 SQ. FT./FT) WITH AN EFFECTIVE LEACHING AREA OF 675 SQ.FT.

MINIMUM SPACING OF 8FT, ON CENTER. WIiTH HOUSE SEWER PIPE OF :

4" DIA. SCHEDULE - 40 ASTM D-17856 / ASTM D-2665.

TRENCH BOTTOMS TO BE NO MORE THAN 3" BELOW ORIGINAL GRADE .

THE SEPTIC SYSTEM AREA SHALL NOT BE DISTURBED PRIOR TO
STAKEOUT OF THE SYSTEM BY THE DESIGN ENGINEER.

THE DESIGN ENGINEER SHALL STAKE OUT THE SEPTIC SYSTEM AND SET A LOCAL BENCHMARK
BEFORE A PERMIT TO INSTALL THE SYSTEM WILL BE ISSUED.

SELECT FILL PLACED WITHIN AND ADJAGENT TO LEACHING SYSTEM AREAS SHALL BE COMPRISED OF
CLEAN SAND, OR SAND AND GRAVEL, FREE FROM ORGANIC MATTER AND FOREIGN SUBSTANCES.

THE SELECT FILL SHALL MEET THE FOLLOWING REQUIREMENTS UNLESS OTHERWISE APPRQVED BY
THE DESIGN ENGINEER. SELECT FILL EXCEEDING 6% PASSING THE #200 SIEVE BASED ON A WET

SIEVE TEST CANNOT BE APPROVED BY THE DESIGN ENGINEER.

1.} THE SELECT FILL SHALL NOT CONTAIN ANY MATERIAL LARGER THAN THE THREE (3) INCH SIEVE.

2.} UP TO 45% OF THE DRY WEIGHT OF THE REPRESENTATIVE SAMPLE MAY BE RETAINED ON THE #4
SIEVE

3.) THE MATERIAL THAT PASSES THE #4 SIEVE IS THEN REWEIGHED AND THE SIEVE ANALYSIS STARTED.
4.) THE REMAINING SAMPLE SHALL MEET THE FOLLOWING GRADATION CRITERIA.

PERCENT PASSING
SIEVE SiZE WET SIEVE DRY SIEVE
#4 100 100
#10 70 - 100 70 - 100
#40 10 - 50 10-75
#100 0-20 0-&
#200 0-5 0-25

* PERCENT PASSING THE #40 SIEVE CAN BE INCREASED TO NO GREATER THAN 75% IF THE PERCENT
PASSING THE #100 SIEVE DOES NOT EXCEED 10% AND THE # 200 SIEVE DOES NOT EXCEED 5%

SELECT FILL THAT DOES NOT MEET THE DRY SIEVE GRADATION CRITERIA BUT MEETS THE WET SIEVE
CRITERIA 1S ACCEPTABLE,

THE LICENSED INSTALLER 18 RESPONSIBLE FOR PREPARING THE LEACHING AREA WITH REQUIRED

SELECT FILL.THE TOPSOIL IN THE LEACHING AREA MUST BE COMPLETELY REMOVED AND THE

SUBSOIL SCARIFIED PRIOR TO SELECT FILL PLACEMENT. THE INSTALLER SHALL TAKE NECESSARY

STEPS TO PROTECT THE UNDERLYING NATURALLY OCCURRING SOIL FROM FROM OVERCOMPACTION,
SILTATION OR OTHER DAMAGE, THE INSTALLER 1S RESPONSIBLE FOR PROPERLY COMPAGTING THE
SELECT FILL TO FACILITATE CONSTRUCTION AND TO PREVENT SETTLING. SELECT FILL SHALL EXTEND

A MINIMUM OF FIVE (5) FEET DOWN GRADIENT AND (2) FEET LATERALLY IN ALL OTHER DIRECTIONS BEYOND
THE QUTER PERIMETER OF THE LEACHING AREA.

AT ARy
7 CONSERVATION EASEMENT /
2

CONSERVATION EASEMENT BOUNDARY
INSTALL CONSERVATION EASEMENT SIGNS ALONG BOUNDARY

s . / o/ 7 VOLUME 3259 PAGE 108 .
-
&® . ’ / /
| P / & / 7

PROPOSED 6" SDR-35 TIGHT PIPE
GUTTER DOWNSPOUT OPUTLETS

B-BOX OVERFLOW El..622.85

D-BOX OVERFLOW EL .821.85

/‘/

PROPOSED TIGHT PIPE;
FOOTING DRAIN OUTLET

N/F
MARY ELLEN SMITH
605 GOODALE HILL RD. s

I TREE LINE PROPOSED LIMIT OF DISTURBANCE

PROPOSED 2" STONE LINED LEAK-QOFF/

a'xe0'xX1' DEEP STORMWATER
RETENTION & INFILTRATION BASIN
256 CUBIC FT, STORAGE VOLUME

TEST PIT TO BE EXCAVATED PRIOR TO
START OF CONSTRCUTION| — {

PROPOSED SILTFENCE & LIMIT OF DISTURBANCE

N COMMON FiLL

2 IN CRUSHED STONE,
FIELD STONE OR EQUAL

FINAL GRADE s
8.) IN THE EVENT BLASTING 1S REQUIRED FOR CONSTRUCTION PRE-BLAST AND POST BLAST SURVEYS
SHALL BE REQUIRED FOR NEARBY PROPERTIES, ‘
6" MIN - COMMON BACKFILL
57 APPROVED FILTER FABRIC
;EFS)':; ;':TﬁEm/ESTaGATED 8Y: GLASTONBURY HEALTH - . 4" PERFORATEBVC PIPE
' TEST PIT 20 06-26-2008 EXISTING GRADE i,
TEST PIT 2 W/ STANDPIPE 10-24-2005 & 01-31-07 E— +-—— APPROVED AGGREGATE
, 0-0.4' TOPSOIL. T :
0-0.8 TOPSOIL & ORGANIC MATERIAL 0.4%.2.0' FINE SANDY LOAM 21" TH S } o t
3.2-8,3 DIC EINE SANDY SILT W/ STONE
_ MOTTLING @ 2.9’ co '
MorNe @ DEPTH TO GROUNDWATER: NONE VRTITITT \\\\\\\\\\\“ﬁﬁﬁfﬁﬁ?\\\\\“
: , VT
PEFTHTO GROTDHATER 22 fESTRTZ o TIC LEACHING TRENCH CROSQ‘;\;)\;\E\“S \“I\E\“i"}.‘!-L
SEPTIC L OND
TESTPITS 10-24-2005 & 01-31-07 0-0.3" TOPSOIL NOT TO SCALE
0.3-2.6' VERY FINE SANDY LOAM
0-0.8' TOPSOIL & ORGANIC MATERIAL o STONE DY LOAM HARDPAN
0.8-1.8'  SANDY LOAM 2662 TONEY FINE SAN bPA BFT.O.C.
1.8-2.6'  COMPACT FINE SAND MOTTLING @ 3.0° o ET e -
26-7.3  DIC VERY FINE SANDY SILT W/ STONE  pEpTH TO GROUNDWATER: NONE MIN 6" COVER i B 8FT. O.C. _
SOIL MOISTURE: MEDIUM g_figﬁm TOPSOIL 05-14-2013 \ - -
MOTTLING NONE -5" T b -
DEPTH TO GROUNDWATER: 4.6 5"-18" SANDY LOAM T@(iSTtNG GRADE l X ’m% B N
or  HARDRAN R AR AR RN R w i wws e S RN PR S S BRI e L 77077
TESTFIT8 10-24-2005 & 01-31-07 MOTTUNG o / o \/4 AR AR RN TP L L \"\';\'\'.\' i"(“ ; W S VR iW/ 1
MOTTLING @ 26.4" 18")' VA AR AR RARRY na e
0-0.5 TOPSOIL Gg(-;EJNDW%ER @45 / /‘l / \ Y \VW\“\T
0.542.0'  VERY FINE SANDY LOAM DESIGN GRADE TYP. 622.40
2,0-7.2  SANDY SAND LOAM HARDPAN, SOME
ROCK TJESTPITD _ 05/14/2013 FL.=622.65
0-6" TOPSOIL
© DESIGN GRADE TYP, 621.40 SELECTFILL
SOIL MOISTURE: MEDIUM 6"-30 SANDY LOAM
MOTTLING @ 24" 30"36" SILT LOAM FL.=621.65 4FT. WIDE STONE AND
DEFTH TO GROUNDWATER: 30" 36".84" HARDPAN . PIPE LEACHING TRENCH TYP.
REMOVE EXISTING TOPSOWL
MOTTLING @ 27.6" DESIGN GRADE TYP, §20.40
TESTRITS 10-24-05 & 01-31-07 GROUNDWATER @ 42" FL.=620.65
0-0.3' TOPSOIL
0.3-1.9' VERY FINE SANDY LOAM PERCOLATION TEST RESULTS LEACHING SYSTEM (ﬂ?’F\)..lOSS SECTION
1.9%7.3' GRAVELLY SANDY LOAM HARDPAN PERFORMED BY - GLASTONBURY HEALTH SCALE1"=5
DEPARTMENT
SOIL MOISTURE: MEDIUM
MOTTLING NONE PERCOLATION TEST 1
DEPTH TO GROUNDWATER 05/14/2013
DEPTH: 22"  11.4 MIN./ INCH
PERCOLATION TEST 2
05/14/2013
DEPTH: 22"  13.3 MIN./INCH
SUPPORT STAKE AT LEAST 42" LONG X 1.5" SQUARE i
GEOTEXTILE FILTER FABRIC HARDWOOD STAKE SPACE 10' APART MAX, o
OR APPROVED EQUAL ANGLE STAKES UP-SLOPE “—-T
STAPLE OR SECURE FABRIC 4" . 6"

TO EACH STAKE

CURL FABRIC UP-BLOPE

SILT FENCE DETAIL
NOT TO SCALE

CT.DOT. 2"

STONE NOT TO SCALE

iy
- o\
G““: ?-‘

4" MINIMUR] ¢

ANT! - TRACKING CONSTRUCTION ENTRANCE

NOT TO SCALE

FOOTING DRAIN OUTLET DETAIL

WILLIAM & NANCY
THEINERT
619 GOODALE HILL RD. -7

STORMWATER BMPS OPERATION AND MAINTENANCE PLAN: P
(TO BE COMPLETED BY THE OWNER OF 621 GOODALE HiLL ROAD)

HOUSE ROOF GUTTER RETENTION AND INFILTRATION SYSTEM:

LATE SPRING AND FALL SEASONS INSPECT HOUSE ROOF GUTTERS AND DOWN
SPOUTS FOR DAMAGE AND DEBRIS ACCUMULATION. REPAIR AND REMOVE
ACCUMULATED DEBRIS AS NECESSARY. INSPECT DRAIN PIPE OUTLETS AND REMOVE
ACCUMULATED DEBRIS AS NECESSARY. REMOVE AND ACCUMULATED DEBRIS AND
VEGETATION FROM STORMWATER RETENTION AND INFILTRATION PLUNGE POOL.

DRIVEWAY RETENTION AND INFILTRATION SYSTEMS:

EARLY SPRING AND LATE FALL SEASONS INSPECT DRIVEWAYS FOR EROSION AND
POTHOLES, REPAIR DRIVEWAY SURFACE TO STABILIZE AS NECESSARY. GRADE
DRIVEWAY SURFACE TO MAINTIAN CROSS SLOPES AS SHOWN ON PLAN AS REQUIRED.
REMOVE ACCUMULATED DEBRIS AND VEGETATION FROM STORMWATER RETENTION
AND INFILTRATION PLUNGE POOLS.

TO MY KNOWLEDGE AND BELIEF, THIS MAP IS-SUBSTANTIALLY CORRECT AS NOTED HEREON.

GRAPHIC SCALE

o 20 40 60" >
e ™ ™ — ANBREWF, BUSHNELL P.E. LS. 24591
SCALE 1"=20° THIS MAP IS NOT VALID UNLESS IT.BEARS THE EMBOSSED SEAL OF THE LICENSED

LAND SURVEYOR WHOSE REGisj‘raAT_-iolm.NtﬂME&gR:AND SIGNATURE APPEAR ABOVE.

INSTALL AND MAINTAIN ORANGE T
CONSTRUCTION FENCEDURING | —
CONSTRUCTION

TREE LINE PROPOSED LIMIT OF DISTURBANCE

N/F
ALBERT VILLOTA
655 GOODALE HILL RD.

PROPOSED UNDERGROUND UTILITIES

INSTALL AND MAINTAIN
SILTFENCE DURING CONSTRUCTION TYP.

4FT. WIDE STONE AND PIPE
SEPTIC LEACHING TRENCH TYP.

N/F
NICOLAS & KALPANA
ASTRAS
625 GOODALE HILL RD.
(CONSERVATION EASEMENT)

THIS SITE IS IS WITHIN THE HOME RANGE OF THE
STATE ENDANGERED TIMBER RATTLESNAKE, THIS IS
PROTECTED SPECIES. ALL SIGHTINGS DURING
CONSTRUCTION SHALL BE REPORTED TO THE
GLASTONBURY OFFICE COMMUNITY DEVELOPMENT
INSTALL AND MAINTAIN ORANGE
CONSTRUGTION FENCE DURING

CONSTRUCTION ALONG ABUTTING
CONSERVATION EASEMENT

PROPOSED 2" STONE LINED LEAK-OFF/
8'X60°X1' DEEP STORMWATER

RETENTION & INFILTRATION BASIN P
480 CUBIC FT. STORAGE VOLUME ¥
Ve
TEST PIT TO BE EXCAVATED PRIOR TO L E G E N D
START OF CONSTRCUTION
-
1] EXISTING MERESTONE
N/F () EXISTING IRON ROD
NICOLAS & KALPANA @ PROPOSED WELL
PROPOSED SILT FENCE/
ASTRAS LIMIT OF DISTURBANCE
625 GOODALE HILL RD.
TN LIMIT OF DISTURBANCE
XX STONE WALL
o] EXISTING UTILITY POLE
DRIVEWAY & UTILITY EASEMENT x[EG  PROPOSED SPOT GRADE
IN FAVOR OF 621 GOODALE HILLRD. X604  EXISTING SPOT GRADE
VOLUME 3259 PAGE 115 — —804— — EXISTING CONTOUR
PROPOSED CONTOUR
& TEST HOLE
A PERC PERCOLATION TEST
¥ % .. EDGE OF FIELD LOCATED WETLANDS
Aws20  WETLANDS FLAG

PROPOSED UNDERGROUND UTILITIES

UTILITIES SHOWN ON THIS MAP WERE DERIVED FROM FIELD LOCATIONS AND EXISTING MAPPING
CONTRACTOR TO VERIFY LOCATIONS AND DEPTH IN THE FIELD PRIOR THE START OF ANY
CONSTRUCTION. "CALL BEFORE YOU DIG (1-800-922-4455)."

PLAN PREPARED FOR

| TRAVIS GRANATO & KRISTINA ZUMPANO

621 GOODALE HILL ROAD GLASTONBURY, CT.

IMPROVEMENT LOCATION SURVEY PLAN

SCALE: 1"=20' | DATE: 3/31/2026 | FILE NO. -2025-81 } SHEET:20F 2

BUSHNELL ASSOCIATES LLC.
CIVIL ENGINEERING AND LAND SURVEYING

2X, TRpg? /75 | 563 WOODBRIDGE STREET MANCHESTER, CT. 06042
%, oleaeS & 860-643-7875
“ W [REVISIONS: 6/4/2026, 7/1/2026 TOWN ENGINEER COMMENTS




